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BC-Systemtechnik  ATEX-Solenoid valve

3/2- and 5/2-way solenoid valve BC-91 (3/2) / BC-37 (5/2)
DN 6 and 12 - Namur / pipe coupling

Characteristics
• high flow-rate
• simple and tough internal design
• direct streaming  at maximum flow
• maintenance-free
• solenoid system simply exchangeable
• compact design
• optional without manual operation (HA)
• discharge air recirculation (3/2-way Namur)
• multiple mounting options

Description
NC and NO edition (3/2 Namur only NC)
for single- (3/2) and bi- (5/2) operational actuators.
Electropneumatically operated, indirectly controlled
flange edition - hole pattern NAMUR (NG 6).
Operating pressure max. 8 bar.
Flange: synthetic material (POM)

Flange plate for direct installation: 
pneumatic Namur order. No.: 1660968

Adaptor plate

Specifications
Design:  Piston slider with resilient jointing
Connection:  G 1/4, G 1/2 female screw thread
Nominal diameter:  DN 6 and 12
Working pressure:  2 up to 8 bar
Flow-direction:  Determined 
Media:  Filtered, oiled / oil-free air
Medium temperature: -10°C up to +60°C
Ambient temperature: Max. +50°C
Body materials:  Aluminium anodised,
Seal:  NBR 

Installation:  Any pos., pref. solenoid up
Supply voltage:  Intrinsically safe: 12 V, 24 V DC
Protection type:  IP 65
Cable connection:  DIN EN 175301-803 plug,
  Terminal box, cable

Mining:    I M2 Ex ia I Mb
Chemistry:    II 2G Ex ia IIC T4 Gb
Certificate:  DMT 02 ATEX E 089

Attention: Due to the used material aluminium, the valves  
must be installed in a safe environment, if they are used in 
the mining industry.

Silencer made of sintered metal G 1/4“


