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2/2-way solenoid valve BC-331
NC-function, servo-operated blocking valve

Specifications
Design:  Seat valve with manual override
Function:  NC (NO on demand)
Connection:  G 3/8, G 1/2
Nominal diameter:  DN 10
Pressure range:  0,2 bis 8 bar
Direction of flow:  Determined
Media:  Neutral, aggr. fluids. and gases
Medium temperature: -20°C bis +65°C
Ambient temperature: Max. 50°C
Valve housing:  Brass
Seal:  NBR, EPDM
Installation:  Any
Supply voltage:  Intrinsically safe: 12 V, 150 mA
  Encapsulated: 24, 42, 240 V AC
Protection type:  IP 65

DN 
mm

Connection Pressure/bar
min.-max.

Kv-value
(Base m³/h)

Materials
Housing/Seal

Valve

10 G 3/8 0,2 - 8 1,2 Brass / NBR BC-331/10/MG38N

10 G 3/8 0,2 - 8 1,2 Brass / EPDM BC-331/10/MG38E

10 G 3/8 0,2 - 8 1,2 Brass BC-331/10/MG38V

10 G 1/2 0,2 - 8 1,2 Brass / NBR BC-331/10/MG12N

10 G 1/2 0,2 - 8 1,2 Brass / EPDM BC-331/10/MG12E

10 G 1/2 0,2 - 8 1,2 Brass BC-331/10/MG12V

10 G 3/8 0,2 - 8 1,2 1.4305 BC-331/10/V2G38V

10 G 1/2 0,2 - 8 1,2 1.4305 BC-331/10/V2G12V

Cable connection:  DIN EN 175301-803-plug,
  Terminal box, cable
Viscosity:  3°E 21cST (G 3/8“)
Kv-Value:  20 ltr./min

Mining:    I M2 Ex ia I Mb
Chemistry:    II 2G Ex ia IIC T4 Gb
Certificate:  DMT 02 ATEX E 089

Mining:    I M2 Ex mb I Mb
Chemistry:    II 2G Ex mb IIC T4 Gb
Certificate:  DMT 01 ATEX E 163 X
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NC (normally closed)

Description
While not energised, the medium pressure is established 
on the upside of the membrane through a pilot hole. The 
valve stays closed.
When energised, the pilot valve opens, a pilot hole is 
beeing unclosed. Through that pilot hole, the pressure 
above the diaphragm is released.
The medium pressure lifts the diaphragm.
The valve opens.

On demand compressor valve (NO) available


